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Die in diesem Merkblatt gemachten Angaben sind das 

Ergebnis sorgfältiger Untersuchungen. Soweit sie sich 

auf die Anwendung beziehen, sind sie als Empfehlung 

zu betrachten, die dem Erfahrungsstand entsprechen. 

Wegen der Vielseitigkeit der Anwendungs- und 

Arbeitsweisen können wir jedoch eine Verbindlichkeit 

nicht übernehmen. Es wird daher ein vertragliches 

Rechtsverhältnis nicht begründet, und es entstehen aus 

eventuellen Kaufverträgen keine Nebenverpflichtungen. 

 All data and recommentions are the result of 

careful tests by our laboratories. They only can 

be considered as recommendation which  

correspond to the level of experience of today. 

The data are given in good faith. However, in 

view of the multiplicity of possible application 

and working methods we are not in a position to 

assume any responsibility or obligations 

deriving from the use of our products. 
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DINITROL 7660 
Silicone Remover 

 

 
 
 
 
Product characteristics: 
 
Dinitrol 7660 is a quick-drying cleaning agent and silicone remover for all cleaning tasks prior to 
painting. 
 
 

Application: 
 
Apply the silicone remover to the area to be cleaned directly before painting and wipe off with a 
clean, lint-free cloth.   
Allow the cleaned area to dry thoroughly before painting. 
! ! Non-volatilised silicone remover residues may cause bubbles in the paint during forced drying 
afterwards ! ! 
 
 
 
Technical Data: 

 

Odour: Benzene-like 

Initial boiling point: 80°C 

Shelf life (betw. 15 − 25°C): 24 months 

Flash point: Approx.. 2°C 

Density: 0,74 g/ml 

Colour: Clear / transparent 

 
 
Please refer to the safety data sheet or the packaging label for safety information. 
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